One of the Buckeye Companies

Manufacturers of Buckeye Drill’'s Model 36-L Cable
Bucyrus-Erie style Tool has been the standard for
Well Drills and Parts

power and size in the drilling
industry since first introduced by
Bucyrus-Erie in 1940.

Buckeye Dr|II Company
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It has the right combination of
capabilities for large diameter, deep
hole drilling, which has made it a
popular choice among water, oil and
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gas well drilling contractors for 45
years.

The 36-L can drilt holes from six-
inch (152 mm}) to 36-inch (914.4 mm)
diameter, ranging down to 5,000
feet. It can handle a hefty 6,250
pounds (2,835 kg) of tools.

Outstanding 36-L standard features

i
L.

e Standard 60-Foot Derrick. ..
Power hoisted derrick reaches 60
teet high (18.3 m). Telescopes to
33'10" (10.3 m) for moving.

* Power Plus . .. Gasoline engine
Is rated to deliver 155 net

* Heavy Loads...

Includes casing

tackle strut and auxiliary A-frame
leg for heavy casing loads.

* Fast Hoisting ..

. Average

hoisting speed for bull reel in high
gear is 426 fpm (129.8 mpm); for

inciude: horsepower (116 net kw) at 1,530

rpm full load speed. May be

sand reel, 1,105 fpm (336.8 mpm);
and for calf reel, 372 fpm (113.4

e Variable Stroke Action ... Five equipped with diesel engine rated mpm).
positions are provided for the to deliver 146 hp (109 kw) at 1,750
crank pin — 20” (508 mm) — 28" rom full load speed. * Forward & Reverse Speeds on
(711 mm) — 36" (914 mm) — 40" all Reels.

(1,016 mm) — 46" (1,168 mm). | _

= * High-Capacity Clutches

o Easy Mobility . . . Standard skid-
type base makes it easy to move
rig on or off trucks and derrick
floors, or to mount on mudboats.
For high-speed transportation, a =
tandem axle semi-trailer is - =
available. = =1 = =

* Full Automatic Spooling
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Condensed Specifications

Dimensions:
Length, derrickdown-Skid . .. .......... .. . .. .. .. ... .. . . 34'0" 104 m
Semi-lrailer ............. e . 340" 104 m
Height, derrickdown-Skid .. ... ..... ... ... ... ... .. ... .. 10'0" 31m
Semi-Trailer .. ......... ... .. . .. .. ... ... 12'7" 3.8m
Width . . . 84" 25 m
Weights:
Gas —SkidMounted . . . ........ ... S 30,000 ibs. 13.608 kg
Gas — Semi-TrailerMounted .. . ... ... . ... ... .. ... . . . . . ... 35,300 Ibs. 16.012 kg
Diesel —SkidMounted . . ............... .. ... .. . . ... ... .. 30,500 Ibs. 13.837 kg
Diesel — Semi-Trailer Mounted .. ................ ... .. ... .. . 35,800 Ibs. 16.239 kg
Bull Reel Capacities:
LinePull(lowgear) . ... ... ... ... . . . . ... .. 38,750 Ibs. 17577 kg
Line Pull (highgear). ... ... ... ... .. .. .. .. . . . . . . . . . . . ... ... 20,700 Ibs. 9.389 kg

Working Side Capacity — 4,860’ of 7/8” line (1,481.3 m of 22 mm)

Sand Reel Capacities:
Line Pull (lowgear) ............ e 15,430 Ibs. 6.999 kg
Line Pullthighgear). ....... ... . .. .. .. ... . . . . . . .. ... 8,275 Ibs. 3.754 kg
Working Side Capacity — 4,700’ of 9/16” line (1,432.6 m of 14 mm)

Calf Reel Capacities:
Line Pull(lowgear) ......... ... . ... . ... . .. . . . .. .. .. 26,200 Ibs. 11.884 kg
Line Puli(highgear).. ... ... ... ... ... .. .. . . . . . . . ... ... ... 13,950 Ibs. 6.382 kg
Spool-Capacity 680’ of 1” line (207.3 m of 25 mm)

Hand Wheel for Spooling Device.

Positive Cam-Control of Engine Throttie.

Bull Reel Brake Lever.

Casing Reel Brake.

Reverse Clutch Lever.

it is the policy of Buckeye Drill Company to improve its products continuatly. The right is reserved to make
changes in specifications or design which, in the opinion of this Company, are in accord with this policy, or which
are necessitated by the unavailability of materials. The description herein is for the purpose of identifying the type
of machine, and does not limit or extend the express warranty provisions in any contract of sale.

Buckeye Drill Company

One of the Buckaye Companies

999 Zane St (614) 452-3641
P.O.Box 1190 EAX 454-3311

Zanesville, OH U.S.A. 43702
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